NOTE: THE 2" PVC PIPE
CONDUIT SHALL BE PLACED
24-INCHES TO 30-INCHES
BELOW FINISHED EARTH
GRADE. CONDUIT SHALL BE
LAID FROM CENTER OF POLE
OR AS DIRECTED BY THE
ENGINEER.

TRANSFORMER BASE
VALMONT MAQ74-SP-BZ

250 WATT HIGH PRESSURE SODIUM
GARDCO CAT .#EH-19-1-3-240-250-HPS-PC
(INCLUDES PHOTCELL)

LIGHT POLE
VALMONT DS230-500X250-VC-DM-FBC-BRONZE

250"

3'-0" CENTER OF POLE
TO FACE OF CURB TYPICAL

BOLT COVER
HANDHOLE

/—CURB

DRILLFOUR 9/16"
HOLES AS SHOWN

2"

24

1" DIA STANDARD PIPE
8" 0.C. OR 1" ROD

1" DIA STANDARD PIPE FRAME OR 1"
ROD

=

3/4" DIAROD OR PIPE
12" 0.C. MAX. WELD

AT EACH PIPE

BOLT GRATE TO CONCRETE ENDWALL
WITH FOUR 3/8" X 6" MACHINE BOLTS
PLACE NUTS INSIDE

6" X 4" X 1/4 " ANGLES (4 REQ'D.)

- WELD TO FRAME
/’» PROVIDE 9/16" DIA HOLE IN EACH
CONCRETE BASE, TYPE 5 N
- 2n
L]
LIGHT POLE DETAIL 7\ o
) 8" MAX.
PIPE GRATE DETAIL
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